
Functional TrainerFunctional Trainer

•	 The	design	of	product	appearance	learned	international	advanced	
design	concept,	imporved	on	the	basis	of	original	to	perfectly	
meet	different	users	requirements.

•	 Perfectly	integrate	89	mm	round	tube	and	50*100mm	oval	tube,	
makes	the	machine	appearance	elegant	in	fashion		Main	frame	
tube	thick	ness	utpo	3	mm

•	 Use	strong	magnetic	plug	pin		for	weight	stack	,	make	
adjustment	more	convenient	and	safe.

•	 Use	supper	durable	cable	with	the	diameter	upto	5.8mm,	which	
is	composed	highly	six	strand	of	wires		and	nine	strings	inside	of	
cable,	enhance	the	using	durablility	and	excercising	safety	of	the	
machine

•	 Dim:	L	1670	x	W	1120	x	H	2330	
N.W:	350Kg	
Weight	Stack:	Standard:	80Kg/	Max:	150Kg”

Cable CrossoverCable Crossover

•	 The	Design	follows	foreign	advanced	design	concept.

•	 Use	high	tensile	oval	tube	which	gives	enough	thought	
of	strength	and	fashion.

•	 The	strong	magnetic	pin	have	been	used	on	machine,	
which	can	make	the	weight	adjust	easy	and	safty.

•	 The	high	density	nylon	pulley,which	is	for	industrail	is	
great	to	use,can	burden	1400Kg

•	 Scientific	movement	track	can	take	the	proper	
training,Suffcient	considering	of	kinematics	theory.

•	 Effective	in	muscle	training	of	pectorals/back	and	arms

•	 Dim:	L	3836	x	W	870	x	H	2330	
N:W:	338Kg	
Weigth	Stack:		Standrad:	80Kg/	Max:	150Kg

FW- EVO-023

FW- EVO-024

13 www.fitness-world.in| EVO SEriES

w
w

w
.n

ov
us

im
pr

in
t.c

om


